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FLEXIBLE METAL HOSE

1-800-331-9247

COILS AND STRAIGHT LENGTHS  wiTH NARROW RIBS FOR

M

GREATER FLEXIBILITY

ALL METAL FLEX HOSE FEATURES 4 PLY INTERLOCKED CONSTRUCTION

HEAVY WEIGHT GALVANIZED

OUR BEST SELLING GALVANIZED HOSE
UNPACKED 25° COILS OR 10° STRAIGHT LENGTHS .016 TO .019 STRIP

PART NUMBER 1D OD REF INSIDE BEND DIA WEIGHT PER FT. STRETCHED LENGTH
25-1520 1.50" 1.625" 14.0" 1.1 LB 25"
25-17520 1.75" 1.81" 16.0" 1.1 LB 25"
25-2020 2.00" 2.18" 17.0 12 LB 26"
25-22620 2.25 2.38" 18.0" 1.4 LB 26"
25-2620 2.60" 2.68" 22.0" 1.5 LB 26"
25-27620 2.75" 2.87" 25.0" 1.7 LB 25"
25-3020 3.00" 3.18" 28.0" 1.8 LB 25"
25-3020-120 3.00" 3.18" 28.0" 1.8 LB 10*
25-3520 3.50" 3.68" 32.0" 22 LB 25"
25-3520-120 3.50" 3.68" 32.0" 2.2 LB 10*
25-4020 4.0" 4.18" 34.0" 25 LB 256"
25-4020-120 4.0 4.18" 34.0" 256 LB 10°
25-56020 5.0 5.18" 46.0" 3.1 LB 26"
25-5020-120 5.0 5.18" 45.0" 3.1 LB 10*
25-6020 6.0" 6.18" 55.0" 3.8 LB 25"
25-6020-120 6.0" 6.18" 55.0" 3.8 LB 10*

EXTRA HEAVY DUTY GALVANIZED

USE IN APPLICATIONS WHERE EXTRA SERVICE LIFE IS REQUIRED
UNPACKED 25'COILS OR 10°' STRAIGHT LENGTHS .021 TO .024 STRIP

PART NUMBER (1} 0D REF INSIDE BEND DIA WEIGHT PER FT. STRETGHED LENGTH
25-3026 3.0" 3.25" 27.0 23 LB 25°
25-3026-120 3.0" 3.25" 27.0 23 LB 10°
25-3526 3.50" 3.75" 32.0" 2.6 LB 25°
25-3526-120 3.50" 3.75" 32.0" 26 LB 10°
25-4026 4.0" 4.25% 36.0" 3.1 LB 25°
25-4026-120 4.0" 4.25" 36.0" 3.1 LB 10°
25-5026 5.0" 5.25" 45.0" 4.1 LB 25°
25-56026-120 5.0" 5.26" 46.0" 41 LB 10°
25-6026 6.0" 6.26" 54.0" 48 LB 25"
25-6026-120 6.0" 6.26" 54.0" 48 LB 10°
25-8026-120 8.0" 8.25" 72.0" 6.3 LB 10°
25-1026-120 10.0" 10.25" 90.0" 8.2 LB 10°

STAINLESS STEEL TYPE 304

USE IN APPLICATIONS WHERE HIGH TEMPERATURE IS8 A FACTOR OR MAXIMUM SERVICE LIFE IS DESIRED.
UNPACKED 25° COILS OR 10" STRAIGHT LENGTHS .016 TO .019 STRIP

PART NUMBER 1] 0D REF INSIDE BEND DIA WEIGHT PER FT. STRETCHED LENGTH
302-2020 2.0" 2.16™ 17.0" 1.5 LB 25"
302-2620 2.60" 2.68" 22.0" 1.6 LB 25"
302-3020 3.00" 3.18" 28.0" 1.8 LB 25"
302-3020-120 3.00" 3.18" 28.0" 1.8 LB 10°
302-3520 3.50" 3.68" 32.0" 2.2 LB 25°
302-3520-120 3.50" 3.68" 32.0" 2.2 LB 10°
302-4020 4.0" 4.18" 34.0" 2.5 LB 25°
302-4020-120 4.0" 4.18" 34.0" 2.5 LB 10°
302-6020 5.0" 5.18" 46.0" 3.1LE 25"
302-6020-120 5.0" 5.18" 46.0" 3.1 LE 10°
302-6020 6.0" 6.18" 56.0" 3.8 LB 25"
302-6020-120 6.0" 6.18" 56.0" 3.8 LB 10°
302-8020-120 8.0" 8.16™ 68.0" 4.6 LB 10°
302-1020-120 | 10.0" 10.16" 90.0" 6.2 LB 10°




